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Definitely, the entrance panel
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Created to be accessible to everyoné\‘Commumcahon
down thanks to the illuminated icons: -




WALCAD

2-Wire technology

& Compatible with indoor units of any ALCAD 2-Wire ranges
|8 Suitable for any kind of installation with old or new wiring

$2 Made in Spain

Fast and comfortable installation

B Fully assembled entrance panel, even electronics are factory included

Flush-mounted box with accessories for faster installation

(©* Available in stock (except customizations)

Customization

@ Customization option with laser marking (MLI-000).
Check marking characteristics with your sales agent

ﬁ@ 180° rotation is possible: you can rotate the entrance panel to suit special accessibility needs

~ Magnetic loop entrance panel and indoor units

A - Vandal proof

Stainless steel AISI-316L 2,5 mm thickness
+ Protection against impacts rate: IKO9

Card holders , camera and accessibility modules covers of Im
6mm thickness

Special vandal proof screws
Adaptable to multiple kinds of building entrance thanks to its width of mﬂu

Luminous icons complying with the accessibility regulations SUA-9 (Edification
Technician Code) and following ONCE foundation recommendations

Handicap module yith voice synthesizer with 14 selectable languages
for "door opened" message. It includes the possibility of mute mode.

75' -~ 145mm, being the narrowest standard entrance panel in the market.
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Optional iIACCESS

QD Access control using a RFID technology key. Allows you to open the door without
mechanical keys, providing comfort for owners and tenants

The vertical separator (CEM-003) lets you to align the entrance panel with the
access control panel
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Agile and real vandal proof entrance panel




E nh'CI nce pq ne I S with video unit, voice synthesizer and accessibility module. 2-wire system.

DOUBLE PUSHBUTTONS SINGLE PUSHBUTTONS

Code Model Pushbuttons Code Model Pushbuttons
9800146  PTD-60202 4 9800141  PTS-60202 2
9800147  PTD-60204 8 9800142  PTS-60204 4
9800148  PTD-60206 12 9800143  PTS-60206 6
9800149  PTD-60208 16 9800144  PTS-60208 8
9800150  PTD-60210 20 9800145  PTS-60210 10

FLUSH-MOUNTED BOXES

Code Model Pushbuttons
9740226 CMO-201  For modules

iACCESS. RFID READER

Code Model Description

9690035 LPR-010 Entrance panel with reader. iACCESS system. 9740219 CMO-202 2
9740220 CMO-204 4

9690020 CCA-002  Access control unit by proximity for 1 door 0740221 CMO-206 6
9740222 CMO-208 8
9740223 CMO-210 10

AUDIO UNIT 9740225  CEM-003 Vertical separator

Code Model Description

9610044 GRF-302 Audio unit (2-wire). Without speaker and microphone CUSTOMIZATION

9610048 GRF-304 Audio unit (2-wire) for external entrance panel. Code Model Description

Without speaker and microphone
9800153 MLI-000 3k Laser marking for writing

texts on iVANDAL entrance

MAGNETIC LOOP MODULE panel

Code Model Description
9800159 PNB-600  Vandal proof magnetic loop module

Indoor units and telephones

g D O
Indoor unit 3 s 05|28 |2 o 1/?5
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roppert AR R i

9600034 TET-002 2 |NO|NO|NO |NOJ| 1
9600036 TET-004 4 |NO|NO|NO|YES| 1 3 W
9630042 MVC-007 4 |35 No[NO | YES| 2 _ ‘

+9630031 SCM-051 0 -
9630043 MVC-008

+9630031 SCM-051 | 4 |35 NO|NO|YES| 3

9630049 MVC-009 4 |35 vEs|NO | YES| 2 GENERAL NOTES:
+9630052 SCM-052
The PTS and PTD models d t include GRF
9630050 MVC-010 4 |3,5"| YES|YES | YES| 3 AAuZio U:irt‘. Pleus:gr;ei s:p?:ora;:fyf, °

+9630052 SCM-052 s For laser marking on the entrance panel,

9630051 MVC-011 . you must order the MLI-000 supplement.
+9630052 SCM-052 4 |3,5" YESINO | YES| 3 - It is important to order the flush-mounted box separately

Alcad Electronics S.L. reserves the right to introduce in

9630045 MVC-130 5 7" | YES|NO | YES| 4 their products without any previous notice the modifications
+9630046 SCM-150 considered necessary, this not being prejudicial to their main
features. Any data or value considered transcendental when
9630053 MVC-131 placing an order will have to be previously verified by the

+9630046 SCM-150 5 7" | YES|YES | YES| 4 purchaser, contacting Alcad Electronics S.L..
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Access Control
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www.alcad.net
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Tel. 943.63.96.6 -
Fax 943.63.92.66 FRANCE: B.P. 60284 - F-64701 HENDAYE - Tel. 00 34 - 943.63.96.60 - Fax 00 34 - 943.63.92.66 2
IntTel. +34 943.63.96.60 UNITED ARAB EMIRATES: Middle . Box 54830 W5A DAFZA DUBAI - Tel. +97142146140 - Fax 97142146147 i
info@alcad.net CZECH REPUBLIC: ném. V. Mritik OSTROVACICE - Tel. 546.427.059 - Fax 546.427.212 3
Poli A' he-Ugalde: N°1 TURKEY: Iz laza, Vezirképri :23A D:29 - 34880 Kartal/Istanbul TURKEY - 3
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